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Lobo RGB controller 3CHx4A 12-24v DC

DC12V-DC24V
3x4A
-20° – 60°
Primair dimming signal
3 Channels 4A
108x42x27mm
21021
25m

M+ M-

B+ B-

S+ S-

Specifications: 

The Lobo Colorcontroller is a reliable uncomplicated LED controller/dimmer to dim your LED lighting wireless. The Lobo LED con-
troller/dimmer allows you to dim your LED lighting, change the colors and/or change the color programs. This led controller is able 
for voltage-controlled sources.

On all deliveries we apply our terms and conditions. The general terms and conditions could be sent to you on request. Text and printing errors reserved.

Voltage:		            
Power:
Working temperature:
Control:
Output:
LxWxH:
Model number:
Control distance:

On/off   -  long press = default settings

Play/pause 

Mode control

Brightness control

Speed control

Color wheel. Touch for mixed colors

Buttons and modes: 

Static red	            
Static green
Static blue
Static yellow
Static purple
Static blue-green
Static white
Tree color jumping changing
Tree color gradual changing
Seven color jumpy changing
Seven color gradual changing

1:
2:
3:
4:
5: 
6:
7:
8:
9:
10:
11:

Brightness is adjustable, Speed is unadjustable	            
Brightness is adjustable, Speed is unadjustable
Brightness is adjustable, Speed is unadjustable
Brightness is adjustable, Speed is unadjustable
Brightness is adjustable, Speed is unadjustable
Brightness is adjustable, Speed is unadjustable
Brightness is adjustable, Speed is unadjustable
Speed is adjustable, brightness is unadjustable
Speed is adjustable, brightness is unadjustable
Speed is adjustable, brightness is unadjustable
Speed is adjustable, brightness is unadjustable
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On all deliveries we apply our terms and conditions. The general terms and conditions could be sent to you on request. Text and printing errors reserved.

Safety Information
1. This product is non-waterproof, please avoid the sun and rain. Put it in a waterproof box if install outdoor.
2. The condition of radiation will affect the working life of the controller, please install the product in a good radiation condition.
3. Please check the output voltage of the LED power supply. The input voltage of this controller should be followed. 
4. Ensure all wire connections are correct before connecting power, which is to avoid LEDS to be burnt because of wrong connection.
5. Please contact your supplier if you have any questions. 
6. This product is 1 year free warranty. In this period we guarantee replacement or repairing with no charge, but exclude the artificial 
situation of damage.


